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N E E D  A  H A N D ? 

Contact us at service@bludot.com or 
844.425.8368 for assistance.

G O T C H A  C O V E R E D.

Sometimes we fall hard for a good mix of materials. Like beautiful, 
warm wood meeting the cool, smooth toughness of steel.
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Pt . 9021 x  1Pt . 1082 x  12

After the legs have been attached, have a 
second person help lift and bring the case 
upright in order to prevent leg damage.

Step 01
AT TA C H  T H E  L E G S .
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Hinges work in pairs. If you adjust one 
hinge, chances are you will have to adjust 
all the hinges. 

If door needs adjustment from 
TOP TO BOTTOM, Use Screw #1.

If door needs adjustment from 
SIDE TO SIDE, Use Screw #2. 

If door needs adjustment from 
FRONT TO BACK, Use Screw #3.

Step 02
D O O R  A D J U S T M E N T.
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8041
Anti-tip Bracket

Pt . 8041 x  1 Pt . 1218 x  2

1” lower than 
case top

Install anti-tip bracket to wall stud 1-inch 
below case top panel height. 

Step 03
AT TA C H  A N T I -T I P  B R A C K E T  T O 
T H E  W A L L .

Side Panel

Wall
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Pt . 1217 x  2
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Panel
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Bracket must be installed to top panel 
of case. In order to prevent damage, it is 
recommended that 3/32” pilot holes be 
drilled prior to installation.

Step 04
I N S TA L L  A N T I -T I P  B R A C K E T 
T O  C A S E .
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8042
Anti-tip Strap

Pt . 8042 X 1

Step 05
S E C U R E  T H E  C A S E .

Install and tighten the strap 
prior to using the product.  

CLEAN

Clean with a slightly damp, soft cloth. To remove dirt and fingerprints, use a quality cleaner formulated for wood 
furniture. Wipe completely dry with a soft cloth in the direction of the wood grain.

Additional Information
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